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Exclusive
Combined Technologies

PTFE, Metal and Rubber Combination Expansion Joints

Unaflex?® is one of the country’s leading expansion joint manufacturers. Since 1972 Unaflex has been ded-
icated to state of the art technologies combined with proven processes. In the 2000's Unaflex is the indus-
try leader in “Combined” technologies for the Expansion Joint and Flexible Hose Industries.

Our expertise and manufacturing capabilities include a full range of Rubber Expansion Joints, Flue Ducts,
Expansion Joint Sound Absorbers, Custom Rubber Hose, Metal Hose, Pump Connectors, and Metal
Bellows Type Expansion Joints...Now, all available in any combination of PTFE, Metal and Rubber, to suit
your application.

This catalog outlines selection and installation of our Metal / Elastomeric/ PTFE Bellows type expansion
Joint, Metal/ Elastomeric/ PTFE Hose and Pump Connectors for use in pipe lines and process vessels to
absorb motion and vibration in the system. Our designs incorporate the latest recommendation of the
Expansion  Joint  Manufacturers  association  and  the  Fluid  Sealing  Association.

Unaflex® is a full service engineering organization offering a full range of products in the highest grades
of elastomers and stainless steel as well as exotic alloys including Monel”, Inconel”, and Hastelloy". Quality

control is rigorous and complies with requirements of MIL-1-45208 and MIL-Q-9858. Our Expansion joints
also comply with U.S. Coast Guard requirements. Certification is available.

Exclusive to UNAFLEX®

Elastomeric covering on solid PTFE and PTFE lined metallic Expansion Joints...
for environmentally corrosive applications.

Keviar reinforcement overlay to increase Working pressures and
provide additional safety factors for PTFE Expansion Joints.

PTFE lined Flexible Hose, up to 48 inches in diameter and 50 feet in length

Unaflex is under Federal Government procedures and regulations
Military Spec. Mil-1-45208

INCORPORATED



DURA-PERM
PTFE LINED

SPOOL TYPE
EXPANSION JOINTS

UNAFLEX® “DURA-PERM” Expansion Joints combined the best features of PTFE with the best features of elastomeric expansion joints. Joints are available in 1" to

96" 1.D. In standard face-to-face dimensions, or special lengths. Also available in multiple arch configurations, or as straight pipe (see flexible pipe section).
NOTE: 1/2" to 1-1/2" sizes are flared to raise face dimension only.

They are recommended for use in the chemical and pulp paper industries because of their capabilities to resist corrosive attack, high temperatures, and pressures.
*Noise and Vibration dampening/ High Flexibility
*High pressure rating/ Temperature rating to 400F

* Chemical Resistance/ Anti-stick properties
* Thermal Stability/ Resistance to age cracking

*NOTE: Standard drilling: ANSI B16.1-1975, ANSI. B16.24-1971 Class 1504

JOINT Single Double Single Arch Single Arch Single Arch Working

SIZE Arch Arch Axial Axial Axial Pressures (psi)
1.D. Recom- | Recom- Compression Extension Lateral

(M.} mended | mended Style Style Style Style Style Style Style Style Style

-f -f 150-200 200XL 150-200 200XL 150-200 200XL 150 200 200 XL
(in.) (in.) Wide Arch Wide Arch Wide Arch Wide Arch

172 (3] 10 172 1 174 172 172 a4 165 200 225
3/ (o] 10 172 1 114 172 172 3/ 165 200 225
1 5] 10 172 1 174 172 172 344 165 200 225
1144 5] 10 172 1 144 172 172 344 165 200 225
1142 5] 10 112 1 1/4 112 112 a4 165 200 225
2 (o] 10 172 1 174 172 172 3/ 165 200 225

2152 5] 10 172 1 174 172 172 3/ 165 200 225
3 o] 12 172 1 154 172 172 344 165 200 225
4 5] 12 112 1 1/4 112 112 a4 165 200 225
5 (a] 12 172 1 174 172 172 a3/ 140 200 225
(5] (5] 12 172 1 1/4 172 172 3/ 140 200 225
a =] 12 3/ 1182 am 172 172 1 140 190 225
10 ta] 12 344 1152 Clia] 344 172 1 140 150 225
12 a 12 a4 1142 34 a4 112 1 140 180 226
14 a 12 a4 1152 a3/ a4 172 1 ao 120 150
16 a 12 3/ 1152 34 3/ 172 1 GBS 110 150
18 o] 12 344 1152 Clia] 344 172 1 RS 110 150
20 a 14 78 134 Ffals a4 112 1 [t 110 150
22 10 14 e 134 B a4 172 1 [ala] 100 150
24 10 14 7 1344 e 3/ 172 1 [t 100 150
26 10 14 1 1344 172 3/ 172 1 55 =1l 125
28 10 14 1 1344 172 344 172 1 55 an 1256
a0 10 14 1 134 112 a4 112 1 o5 S0 124
a4 10 14 1 1344 172 3/ 172 1 55 =1l 1256
a6 10 14 1 1344 172 3/ 172 1 55 =1l 125
a0 10 14 1 1344 172 344 172 1 55 a0 125
42 12 16 118 1344 172 344 172 1 55 a0 100
44 12 16 11/ 1344 172 a3/ 172 1 55 al 100
45 12 16 11/8 134 172 a3/ 172 1 55 al 100
S0 12 16 11/8 1344 172 3/ 172 1 55 a0 100
54 12 16 118 1344 172 344 172 1 55 a0 100
a6 12 16 1148 134 112 a4 112 1 fata) a0 1a0
B0 12 16 11/ 134 172 a4 172 1 55 al 100
G2 12 16 11/8 1344 172 3/ 172 1 55 a0 100
=15 12 16 11/8 1344 172 3 172 1 55 a0 100
72 12 16 118 1344 172 344 172 1 45 0 100
78 12 16 1148 1344 12 a4 12 1 45 70 100
a4 12 16 11/8 1344 172 3/ 172 1 45 0 100
=5 12 16 11/8 1344 172 3/ 172 1 45 0 100




SUGGESTIONS FOR INSTALLATION
Retaining Rings S}retcher Bolt Plate AND MAINTENAN CE

q_ L:I:@&'W“he' 1.Clean all foreign matter and remove burrs or sharp edges

w Stretcher Bolt 2 f;o”m .ﬂanges'

. All pipe lines should be properly supported. so that the
expansion joints do not carry the pipe load.

3. Remove burrs or sharp edges from flanges.

4.Do not install joints on raised face flanges of more than
1/16”.

5. All pipes are to be lined up accurately before installing
expansion joints. Offset joints should be installed where
misalignment is greater than the lateral movement
allowed by the joint construction,

6. Bolts should be on the inside of the joint flange. Metal
washer must be placed at the facing of the split retaining
ring.

7. Bolts should be tightened by alternating around the flange

and all tightened equally.

8. Slight gouges or abraded areas caused by tools or bolts
during installation should be sealed with rubber cement and
painted to prevent deterioration of the carcass.

9. Bolt tightness should be checked one week after going on
stream and periodically thereafter.

10. If system is not anchored to insure against movement

beyond maximum stated limits, a control unit must be used

Standard Pipe Flange

Expansion Joint

Control Units- Excess elongation, caused by shifting
of pipe lines may seriously damage rubber expansion
joints. This damage can occur when: necessary support
is not provided for the weight of the pipe line; low tem-
peratures in the line are encountered; the lines on the
pressure side of the air compressors are not anchored
properly. Such destructive elongation can be controlled
with UNAFLEX® control units.

In general, control units are always recommend-
ed as an additional safety factor, preventing damage to
the connector and associated equipment. Our experts
will recommend the units appropriate for your installation.

Temperature Limits For Continuous Service
Series Temperature F Elastomeric Cover
150 250 Meoprene or Mittile
200 250 Meoprene or MNitrile
2001 2a0 Meoprene or MNitrile
150 HT 300 Butyl ar EPD
200 HT 300 Butyl ar EPD
0L HT 300 Buty| ar EPDi
150 % 400 itan
200 400 itan
200517 400 “itan

Construction Details (Styles 150, 200, and 200XL)
1). Tube: The tube is a single molded PTFE
leakproof lining extending flange to flange.The outside of the PTFE
tube is etched to adhere to the elastomeric overlay.
2). Carcass: This is a high strength woven polyester or Kevlar rein-
forcing fabric between the PTFE tube and the cover.
. . L , 3). Steel Reinforcements: These are the chemically treated solid
Special Constructions: Hinged, Gimbal, round endless rings or high tensile strength helical wire embedded
Dual, pressure balanced. (Consult Factory) in the carcass. The steel reinforcement provides additional strength
for pressure and vacuum service.
4). Cover: This is the exterior elastomeric overlay designed to
protect the carcass from external elements.

Options: Flow liners are available in PTFE,
Metallic, or Elastomeric type

(For Spring Rated forces refer to the Unaflex rubber expansion joint catalog) 4
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UNAFLEX

“ Excellence In Manufacturing”

3901 NE 12th Avenue 1715 Hwy 29 South
Pompano Beach, Florida 33064 Anderson, South Carolina, 29626
Phone: Toll Free (800) 327.1286 Phone: Toll Free (800) 327.1286

Phone: (954) 943.5002 Phone: (864) 222.1710
Fax: (954) 941.7968 Fax: (864) 222.1306
E-mail: sales@unaflex.com E-mail: sales@unaflex.com
www.unaflex.com www.unaflex.com

All merchandise sold by us is subject to this Standard Warranty. Our products are war-
ranted to be free from defects in material or workmanship. Our liability for breach of
any and all warranties, expressed or implied, is limited to refunding our invoice price of
the product, or at our option, to replacement of the product. If any product manufac-
tured by Unaflex Incorporated is found by us to be defective either in material or work-
manship, under proper usage and service, the invoice price will be refunded or at our
option will be replaced free of charge including transportation charges but not cost of
installation. The refund of the invoice price or the replacement of the product is the
maximum liability of the company. The sale of our products under any other warranty
or guarantee, expressed or implied, is not authorized by the company.
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